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Features: 
Manual controls 

Optimal airflow system 

High temperature motor bearings 

Interior halogen light 

Includes electro valve for direct 

water connection 

Heavy duty stainless steel body 

construction 

Safety "Cold door" design with 

double wall glass 
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Reinforced door hinges 

Oven door can support a weight 

limit of 80 lbs 

Oven cavity is insulated with 

ultra-high temperature fibreglass 

insulation 

Dimensions are suitable to 

accomodate modular stacking 

for customized cooking set 

Two Year Limited Warranty 

1 3/8" 

AX-824H 

Full Size Convection Oven with Humidity 

manual controls - 4 shelves 

Specifications 

Manual Control knobs 
·-- -- ----------

time, tempera ture, huf!lidit y ____ _ 
Loadcapacify ___ -1-4_she_lv_e_s F_u_ll_Siz_e_pa_ ns _____ _ 

!_an�) _____ --i...::2 ____________ _
S b tw t 2.95" _pace e __ een rays . ______________ _
Power/ Voltage 3900 Watt s / 208-240 V / 60 Hz / 

Single Pha se 
Ov en supplied wit h power cord only 

1 / no plug 
Temperature 

_Equippe� with __
---1-l 1_20 ° - 51°0 °F � 

Dimension of cooking 
chamber --------

�ipping �imensions 
Net /_Ship Weight_.

0-120 minute timer - signa l at end of cycle
27.33 x 13.11 x 19.38 (WxHxD) - 4.03
Cubic_F_e_et ___________ _ 
35.46" X 33.1" X 29.16" _:__::_:_:_:__ ______ _
94 lbs / 122 lbs 

-------------
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DATA PLATE 

COOLING AIR OUTLET 

Ga'4" ELECTRIC VALVE 
WATER IN 

LABEL WATER INLET 

- (/) 1 3/16" ELECTRONIC CONTROL BOARD 
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HUMIDIFICATION SETTING 

TEMPERATURE
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F�;;;:=�r ==::;J 
AX-824RH �1 -,'�;,_z_._i�v'---...-11 r AX-824H 

HEATING LIGHT INDICATOR 
TIMER SETTING 

WATER IN PRES:;URE: 150-200 kPa (1.5-2 bar) 
WATER IN TEl1PERATURE: 10-30°C (50-8t:.°F) 
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